
Order No.: 58DB060C | GTIN (EAN): 4069025012555
Product description: Lun21M,refl,dir

Lunis 21 M, reflector, light emission: direct distribution, primary light
characteristic: rotationally symmetric, cover, of PC, opal, diameter: 100mm,
certification: CE, packaging unit: 1 piece

Wt. (kg): 0.1
GTIN (EAN): 4069025012555

It is mandatory that the assembly instructions must be observed when planning and installing the electrical installation (to be found at www.siteco.com)
Tolerances related to thermal, electrical and photometric data according to IEC 62722
Issued 06.03.2024 - Modifications and errors subject to change - Ensure that you always use the latest version -
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Order No.: 58DB060C | GTIN (EAN): 4069025012555
Detailed technical description: Lun21M,refl,dir

Key data
— Product type: reflector
— Product name: Lunis 21 M
— Order No.: 58DB060C

Lighting technology | Lamps | Control
gear

Component 1

Lighting technology:
— Beam angle: wide distribution
— Symmetry: rotationally symmetric
— Light emission: direct distribution
— UGR viewing direction along

longitudinal luminaire axis: ≤ 22
— UGR viewing direction along lateral

luminaire axis: ≤ 22

Certificates, Standards
— Certification, designation: CE

Material, Colour
— cover: PC, opal

Dimensions, Weight
— Diameter: 100mm
— Weight: 0.1kg

It is mandatory that the assembly instructions must be observed when planning and installing the electrical installation (to be found at www.siteco.com)
Tolerances related to thermal, electrical and photometric data according to IEC 62722
Issued 06.03.2024 - Modifications and errors subject to change - Ensure that you always use the latest version -
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